
 

Technical Data  

Scope  

This specifica+on describes 100 mm - 900 mm (4" - 36") diameter Hi-Flo HDPE Duo Tite pipe for use in 

gravity-flow drainage applica+ons.  

Pipe Requirements  

Hi-Flo HDPE Duo Tite pipe is manufactured with a smooth interior wall and a corrugated exterior. Our 

standard Duo Tite pipe is cer+fied to the requirements of CSA B182.6, CSA B182.8 and BNQ 3624-120 

with a minimum s+ffness of 320 kPa. We also have a non-cer+fied Duo Tite pipe that has a s+ffness of 

210 kPa. Hi-Flo HDPE Duo Tite pipe has a Manning’s ‘n’ value of 0.012.  

Material Proper4es  

Hi-Flo HDPE Duo Tite pipe is manufactured from high-density polyethylene (HDPE) resin, conforming to 

CSA B182.6 and BNQ 3624-120 with the minimum cell classifica+on of 435400C, as defined in the latest 

version of the standards.   

Pipe Dimensions  

The nominal pipe size is referenced based on the inside diameter.  

Pipe Nominal 

Inside Diameter 

mm (in)  

100  

(4)  

150  

(6)  

200  

(8)  

250  

(10)  

300  

(12)  

375  

(15)  

450  

(18)  

600  

(24)  

750  

(30)  

900  

(36)  

Pipe length  

Standard pipe lengths are 6 m and are at a minimum of 99% of the stated length.  

Joint Performance  

Pipes connect by a bell-and-spigot joint which is lab tested to meet the water pressure and vacuum joint 

requirements of CSA B182.6. The bell-and-spigot joint also meets the requirements of CSA B182.8  

Type 1. Gaskets are used to create the water+ght joints and are supplied with a protec+ve wrap to 

prevent debris from gebng on the gaskets prior to installa+on. Joint lubricant can be supplied by the 

manufacturer for use in the installa+on process.  

Installa4on  

Installa+on of Hi-Flo HDPE Duo Tite pipe is to be in accordance with the standard CSA B182.11 and AIL 

installa+on recommenda+ons. Please contact a Sales Representa+ve for installa+on recommenda+ons.  
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